Wireless LAN and AirMobile Server Hardware

Specifications

The following specifications pertain to the computer server hardware used in the
AirMobile and Wireless LAN subsystems.

Thefirst server at alocation includes the keyboard, monitor and mouse. Additional
AirMobile or WLAN servers at the same location will not use a separate keyboard,
monitor and mouse, but will operate via a switch connected to those included with the

first server.

AirMobile master, high-tier and mid-tier site types will use the Dell 1750 hardware.
AirMobile low-tier and WLAN Division HQ site types will use the Dell 650 hardware.

Dell 1750 with Keyboard, Monitor, Mouse

Base Unit: PowerEdge 1750,2.4GHz/512K Cache Xeon, 533MHz Front Side Bus (221-2097)
Processor: Znd Processor, Xeon,2.4GHz, 512K Cache, PowerEdge 1750 (311-2435)
Memory: 1GE DDR SDRAM 266MHZ (4 X256MB)PowerEdge (311-2442)

Keyboard: Standard Windows Keyboard, Gray (310-1676)

Monitor: 15in{13.8in VIS)Monitor, Gray,E551.for Dell PowerEdge (320-0360)

Video Mamory:

ZX641133MHz PCI-X, Riser for PE1750 (320-0623)

Hard Drive:

T3GB Hard Drive, U320, SC51, 1inch, 10K, for PowerEdge 1750 {340-8155)

Hard Drive Contreller:

PERCA4-DI, 128MBE Battery Backed Cache, 1 Int 1 ext Ch-Embedded Raid PE1750 (340-5156)

Floppy Disk Drive:

1.44MB,3.5in, Floppy Drive for Dell PowerEdge Servers (340-3612)

Operating System:

Windows 2000 Server,5P4 5 Client Access Licenses English, for PowerEdge (420-3663)

Mouse:

Mouse Wheel 1.3A Microsoft, Server Midnight Gray {310-1790}

NIC:

Dual On-Board NICS ONLY (420-8991)

CD-ROM or DVD-ROM Drive:

24X |DE CD-ROM {313-1251)

Sound Card:

Active Bazel Option for Dell PowerEdge 1750 {313-1702)

Decumentation Diskette:

Electronic Documentation on CD {310-0438)

Additiconal Storage Products:

T3GB Hard Drive, U320, SC51, 1inch, 10K, for PowerEdge 1750 {340-8155)

Feature

MRO,RONMB 0,C2 for Dell PowerEdge 1750 (340-8164)

Feature

Rails for Non-Dell 2-post Rack, PowerEdge 1750 {310-3957)




Dell 1750 without Keyboard, Monitor, Mouse

Base Unit: PowerEdge 1750,2. 4GHZ/512K Cache Xeon, 533MHz Front Side Bus (221-2097)
Precessor: 2nd Processor, Xeon,2.4GHz, 512K Cache, PowerEdge 1750 (311-2435)
Memory: 1GEB DDR SDRAM 266MHZ (4 X256MB)PowerEdge (311-2442)

Keyboard: Nao Keyboard Option {310-3281)

Monitor: Na Monitor Cption (320-0058)

Video Memory:

2X64(133MHz PCI-X, Riser for PE1750 (320-0623)

Hard Drive:

73GE Hard Drive, U320, SCSI, 1 inch, 10K, for PowerEdge 1750 {340-8155)

Hard Drive Contreller:

PERC4-DI, 128ME Battery Backed Cache, 1 Int 1 axt Ch-Embedded Raid PE1750 (340-5156)

Fleppy Disk Drive:

1.44MB,3.5in, Floppy Drive,for Dell PowerEdge Servers (340-3612)

Operating System:

Windows 2000 Server, 5P4 5 Client Access Licenses English, for PowerEdge (420-3663)

Mouse:

Mouse Option None {310-0024)

NIC:

Dual On-Board NICS ONLY {4320-28991)

CD-ROM or DVD-ROM Drive:

24X IDE CD-ROM (313-1281)

Sound Card:

Active Bezel Option for Dell PowerEdge 1750 {313-1T02)

Decumentation Disketta:

Electronic Documentation on CD {310-0438)

Additional Storage Products:

73GE Hard Drive, U320, SCSI, 1 inch, 10K, for PowerEdge 1750 {340-8155)

Feature

MRO,ROME 0,C2 for Dell PewsrEdge 1750 (340-8164)

Feature

Rails for Nen-Dell 2-post Rack, PowerEdge 1750 (310-3957)




Dell 650 with Keyboard, Monitor, Mouse

Base Unit: PowerEdge 650,2 4GHZ/512ZK Cache, P4, 523FSB, Floppy Drive and COROM Included {221-2023)
Memory: 1.0GE DDR,266MHZ,2X512 DIMM PowerEcge 650 (311-2430)

Keyboard: Kayboard, 104 Key, US NMB,LC.MG {310-1650)

Monitor: 15in(13.8in VIS)Monitor, Gray,E551 for Dall PowerEdge {320-0960)

Hard Drive: 40GE, 1 inch IDE Hard Drive for PowerEdge (340-8740)

Operating System:

Windows 2000 Server,5P4 5 Client Access Licenses English, for PowerEdge (420-3663)

Mouse:

Mouse Wheel 1.34 Microsoft, Server Midnight Gray {310-1730)

NIC:

Intel Pro 1000MT Dual Port Gigabit Netwerk Adapter for PowerEdge 650 (430-056%9)

Decumentation Disketts:

Electronic Documentation on CD (310-0438)

Feature

Hard Drive Configuration #1, MotherBeard IDE.for PowerEdge 6005C, 1 Hard Drive (340-8078)

Feature

Rails for Nen-Dell 2-post Rackwith PowerEdge 650 {310-4108)

Dell 650 without Keyboard, Monitor, Mouse

Base Unit: PowerEdge 6502 4GHz/512K Cache, P4, 533FSB, Floppy Drive and CODROM Included {221-2023)
Memory: 1.0GBE DDR.266MHZ.2X512 DIMM PowearEdge 650 {311-2430)

Keyboard: No Keyboard Option (310-3281)

Monitor: Na Monitor Option (320-0058)

Hard Driva: 40GB, 1 inch IDE Hard Drive for PowerEdge (340-8740)

Operating System:

Windows 2000 Server, 5P4 5 Client Access Licenses English, for PowerEdge (420-3663)

Mouse:

Mouse Option Mone {310-0024)

NIC:

Intel Pro 1000MT Dual Port Gigabit Netwerk Adapter for PowerEdge 650 (430-0563)

Decumentation Disketta:

Electronic Documentation on CD {310-0433)

Feature

Hard Drive Configuration #1, MotherBeard IDE.for PewerEdge 600SC, 1 Hard Drive {340-3078)

Feature

Rails for Nen-Dell 2-post Rackwith PowerEdge 850 (310-4108)




